
 

 

 
 

 NORSHIELD VBS 
NOR90 

ULTRA PORTABLE HYDRAULIC WEDGE 

 
GENERAL 
 

The NEW NOR90 is a peerless ultra portable wedge barrier. It implements a completely unique design allowing 
for features like its unparalleled operation, ease of portability, quick deployment, reliability, and safety standards. 
Nearly ALL features on the NOR90 are not found on any other barrier. The NOR90 has been tested in full-scale 
configuration and certified by an independent testing facility to the high DOS K-4 standards, capable of stopping 
a 15,000 lbs vehicle traveling at a speed of 30 mph. 
The NOR90 provides the highest level of security for a 
portable barrier within a cutting edge design allowing 
the NOR90 to surpass all other portable barriers. Upon 
impact, forces shall be first absorbed by steel 
weldment and then transmitted throughout the unit 
creating the most innovative and protective portable 
barrier available.  
 
SYSTEM CONFIGURATION 
 

This state of the art barrier is a surface plate of steel supported by two weight force bearing buttresses. The ultra 
portable crash barrier can be towed into action and set up for operation in under ten minutes. The NOR90 lowers 
itself into position like no other barrier with four built in jacks placed at the four corners of the barrier. Four sets of 
wheels are integrated into the design to allow for easy placement of the barrier. This superior design makes the 
NOR90 more than just a moveable barrier like other portables; the NOR90 exceeds previous conceptions of 
barrier portability and stands alone in its own class, ultra portable.  
The NOR90 design does not stop with its sleek deployment. The steel barrier weighs around 4.5 tons or 7,716-
8,818 lbs. making it a noteworthy defensive force. It also comes equipped with an industry first for a portable, 
Infrared Sensor beams that act as loop detectors making the NOR90 the safest, most traffic friendly unit 
available. The unit folds out into a platform in which an authorized vehicle can pass through easily and safely.  
The NOR90 expands upon the first generation of portable units with its strength, quick and easy usability, and its 
unparalleled safety standards.  
 
OPERATION OF THE BARRIER 
 

The NOR90 does not stop there. It also boasts incomparable operation of any portable barrier. The NOR90 
operates off a hydraulic pump that is integrated into the design making the unit entirely self-contained. This 
streamlines and lowers the maintenance of the barrier, and makes service easy in addition to creating a 
workhorse of a barrier. The NOR90 operates at a standard of 5 seconds per cycle. The NOR90 can operate off 
an optional battery cycling 900 times on a single charge. Solar panels with trickle charge are also available and 
integrated into the design. The unit has been deployed in the most high traffic sites and stood up to Norshield’s 
high standards brilliantly. The standard operating time can be adjusted to fit the needs of any site. The NOR90’s 
operation also includes the only Emergency Fast Operation integrated into the design of the unit. This barrier was 
designed to operate in an emergency at 1 second. The operation of the barrier further emphasizes that it is in a 
class by itself! 
 
Innovation, strength, and reliability are the hallm arks of the NEW, Peerless NOR90! 


